Mainline

Date 4/ '/M—

Watchman T SCHISIED
1 LocationC M 45 8N

wWo#_/ 7 9317

Inspection Crew _M___?_g LL

Page 1 of 3
My S Seq

22 Standard Joints

2S8witch1.D.# __ [A ©Y R NA
3Facing__x  Traling 23 Switch Plates
®Y R
Rail Points _ 24 Adjustable Braccs
4 Point to Point _5{ % &Y R NA
5(goint Condition 24a Non-Adu%a\ble Braces
S)Y R Nothing less than 4 inches or greater than § inches. §$ Y R NA>
6 ;OInt;hrow Min 312 i%J/ches on house top point protected _LH;:, c:.ntRR ~
6a Point Openmg Y R NA
N_ 5/ R_S%e 26{1 Rod (Basket Rod)
7 Fit S)
©Y R 274 Rod
8 Cieneral Condition of the Points YR
Y R 28 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9 Main_Sp,Y% ®Y R NA
10 Tumnout __ 563/ 30 Closure Rail
11 Gage ahead of Bend 52,2 &Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout (/4

13 Main Cle

Stock Rail
14 Bend

Y R
15 Condition
Y R

Bolts
16 Loose o___NA
I7Missing o N/A

Rivets (Huck Bolts)

I8Loose . 0 NA

19 Missing 0 NA

20 Cotter Pins Missing O NA

21 Jam Nuts L. o NA

2la Washers (Ok) Broken Missing

Remarks o
GNEIC TT-10-2011

Using a 62’ cord, not over
1”to11/2” fora Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes 0

34 z kIjurlc:atlon

35 Switch Targets/Lamps—._
Ok  Missing /A)

36 Latches -t
rgﬁ)

37 LCocks

Broken__ Missing. o

Broken _ Missing
38 General Condition
8)Y R
39 Insulated Joints
@Y R
39a Regular Joints
Y R



Mainline

50 Location
50a Switch [.D. #
51 Facing Trailing
52FrogTread N (@ Y R
R QYR
53 Frog# _io
54/79 Point Condition
YR
55 Condition of Frog
SYR
56 Surface of Frog
YR

57 Throat in Inches 2/
72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track S
59 Turnout Track __ 51 Yy
Gage must not be less than 56” any class
Guarg Rails
. 60 Guard Rail Gage N_S¢%a R _Su%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _S2', R 52'%,
Back to Back Gage must be less than 53 1/8”
62 Condition
&Y R
63 Location of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
64 Main Track
®Y R NA
65 Turmnout Track
® Y R NA

Class 1 Gage 56 to 57 '4”
More than 57 % Qut of Service
Class 3 Gage 56" to 57"

More than 57" to 57 % downgrade to
Class 2 and gets a Y

Remarks on page 3

GM.IC {1-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

©Y RNA
67 Rail Movement
@ Y R N/A
Ti¢ Plates
68 Lead
)Y R NA
69 Guard Rail Flangeway B
§Y RN L 79 R
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates
®Y RNA
71 Frog Plates
Y R N/A

Bolts
73 Loose © N/A
74 Missing o N/A

Rivets (Huck)
75 Loose o N/A
76 Missing g N/A
77 Nuts Missing - NA
78 Cotter Ping Missing N/A
79 Washers Ok) Broken__ Missing _ N/A

80 Hold Down Devices
Y R N/A

81 Spring Housing

SYR
82 Derails

S Y RN/A

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to

50° beyond the last long ti
(_)E Difference
84 Condition of Line thru entire turnout

SYR




Remarks

Leavesie P ARel - Fids  Hazann

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: Mgﬁ%‘::__\_\ Date: I/" 5 -;,w / ‘f

11-10-2011




Mainline Switch Inspection Report Semi-Annual
Date _"4'/}/;4,./ )

Watchman 7 Scwisiep
| Location €M 658 N

WOH L4 1315 Page1of3

nspection Crew [_ focumn 5 Jeyy

22 Standard Joints

2 Switch 1D, # __3B (9 Y R NA
3Facing______ Trniling x 23 Switch Plates
Y R
Rail Points 24 Adjustable Braces
4 Point to Point _ S1Y4 (§ Y R N/A
5 Point Condition 24a‘hon-Adi|§ta/ble Braces
'Y R Nothing less than 4 inches or greater than 5 inches. S Y R (VA
6 ]]:JO‘“‘E}?;@OW- Min li, 12 4“’{(:5!"83 on house top point protected ——QL—QM;V;‘_T :ntRR =
6a Point Opening @ Y R NA
N_ 5% R_5% 26 #1 Rod (Basket Rod)
7 Fit )Y R
O YR 27 #2 Rod
8 General Condition of the Points @ Y R
&Y R 28 #3 Rod
Gage (Y R NA
Heel of Switch 29 #4 Rod
9 Main .1, (Y R NA
10 Turnout _Sb72 30 Closure Rail
11 Gage ahead of Bend __~¢ Yi¢ ®Y R
Must not be less than 56 inches or 31 Surface of Switch
» Y R

more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _(, %,

13 Main (7
Stock Rail
14 Bend
(3D YR
I5 Condition

® YR
Bolts
16 Loose D NA
17 Missing © N/A
Rivets (Huck Bolts)
I8Loose . & NA
9 Missing s N/A

20 Cotter Pins Mi;sing d  NA
21 Jam Nuts Loose D N/A
21a Washers ® Broken _ Missing

Remarks on page
GNEIC T)-10-2011

sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes @_\Jo)
34 Lubrication
) Dry
35 Switch Targets/Lamps-
Ok Missing  (N/A/
36 Latches '
(O
37 Locks
(O  Broken
38 General Condition
(S)Y R
39 Insulated Joints
S'Y R

39a-Regular Joints
Z;}Y R

Broken__ Missing

Missing



Mainling

50 Location
50a Switch I.D. #
51 Facing
52 Frog Tread N
R QYR
53 Frog# (¢
54/79 Point Condition
®YR
55 Condition of Frog
(YR
56 Surface of Frog
YR

57 Throat in Inches 34

72 Flangeway Depth -
Flangeway Depth must not be less than 1 %”

a
58 Main Track 7%
59 Turnout Track _ St 5/
Gage must not be less than 56” any class
Guard Rails )
60 Guard Rail Gage N 34 7,, R S5¢%e
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N 2%, R S1%
Back to Back Gage must be less than 53 1/8”
62 Condition
S YR
63 Location of Guard Rail (Relation to Point)
©YR
Guard Rail Clamps
64 Main Track
®Y R NA
65 Tumout Track
é Y R NA

Class 1 Gage 56” to 57 %”
More than 57 %” Qut of Service
Class 3 Gage 56” to 57”

More than 57” to 57 V. downgrade to
Class2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties
66 Condition

® Y R NA
67 Rail Movement
® YR NA
Tie Plates
68 Lead
Y R NA
69 Guard Rail Flangeway
Y RN_% R I%
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
®Y RNA
71 Frog Plates
SY R NA

Bolts
73 Loose O N/A
74 Missing o NA

Rivets (Huck)
75 Loose o N/A
76 Missing 9 _NA

77 Nuts Missing o N/A
78 Cotter Pips Missing o N/A
79 Washers 5_]; Broken ___Missing_ N/A
80 Hold Down Devices
Y RNA
81 Spring Housing
S Y RNA
82 Derails
s Y RONA
83 Maximum difference in any 31’ in Cro
Level on the siding from the Frog Point to

50’ beyond the last long tie

0Ok Difference

84 Conditjon of Line thru entire turnout
YR



Remarks

IvsucaTion PW s, T BY Tip Gowe Bao
BLsO  SEVeds Safiss Coacks — ¢ PP

iS5

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service,

N/A Not applicable or not measurable.

Reviewed by: /%/ r/@fjf/é;:t:: Date: C!.L‘ 3- ZOI LlL

1-10-2011




Switch Inspection Report Semi-Annual WO# / J?f 7 9L Page 1 of 3

Mainline
Date 4/1[/4_ — . Inspection Crew M&web S Sk e
Watchman_ 7 scicwi
1 Location _CM 65 F N 22 Standard Joints
2SwitchI.D.# /- Y R NA
3 Facing S Trailing — 23%witch Plates
Y R
Rail Points _— 24 Adjustable Braccs
4 Point to Point __ >! "4 ®Y R NA
5 Point Condition 24a Non-Adjustable Braces
®Y R Nothing less than 4 inches or greater than 5 inches. S Y R @
6 Il;omt I"_" OW. Min 3 I/E’ m/ches on house top point protected M?:;?rontRR od
6a Point Opening o ® Y R NA
N 5%e R _S3 26 #1 Rod (Basket Rod)
7 Fit S Y R
® YR 27 #2 Rod
8 General Condition of the Points YR
®Y R 28 #3 Rod
Gage S Y R NA
Heel of Switch 29 #4 Rod
9 Main __ Sk Y R NA
10 Turnout __ 573,/ 30 Closure Rail
11 Gage ahead of Bend 50 /14~ Y R
Must not be legs than 56 inches or 31 Surface of Switch
Y R

more than 57 inches for “S”
12 Heel Spread in Inches
Tumout _ (» /4 -
I13Main___ [, /o

Stock Rail
14 Bend

® Y R
15 Condition
(YR

Bolts
16 Loose o _ NA
I7Missing o  N/A

Rivets (Huck Bolts)

I8Loose . 4 NA

19 Mlssmg _ O _NA

20 Cotter Pins Missing o N/A

21 Jam Nuts Loose ) N/A

2la Washers @ Broken _ Missing

Remarks o
GNEIC 11-10-201

sing a 62’ cord, not over
1"to11/2” fora Y and no
more than 1 1/2" to 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes 0)
34 Lubrication
Ok Dry
35 Switch Targets/Lamps
Ok Missing N/A 5
36 Latches —C =
¢ Ulb
37 Locks
(O Broken
38 General Condition
(Y R
39 Tnsulated Joints
(DY R
39a Regular Joints
(9Y R

Broken__ Missing

Missing



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52FrogTread N ® Y R
R ® YR
53 Frog# _\®
54/79 Point Condition
YR
55 Condition of Frog
O YR
56 Surface of Frog
YR

57 Throat in Inches __ 3%
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

58 Main Track  __ 5¢%
59 Turnout Track __ Su¥e
Gage must not be less than 56” any class

Guard Raily _
60 Guard Rail Gage N 5%3% R S4¥,

Frog Inspection Report Semi-Annua)

Guard Rail Gage must more than 54 3/8”
61 Back ToBack N32'%, R_351%

Back to Back Gage must be less than 53 1/8”

62 Condition
SYR
63 Location of Guard Rail (Relation to Point)
(SYR
Guard Rail Clamps
64 Main Track
@)Y R N/A
65 Turnout Track
Y R N/A

Class 1 Gage 56” to 57 4"

More than 57 %" Out of Service

Class 3 Gage 56” to 57”
More than 57" to 57 " downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Page 2 of 3

Turnout Ties
66 Condition

© Y RNA
67 Rail Movement
® Y R N/A
Tic Plates
68 Lead
®Y R NA
69 Guard Rail Flangeway =
©®Y RN_(7% R _|'Me
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates

)Y R N/A
71 Frog Plates
S/Y R NA
Bolts
73 Loose < N/A
74 Missing { N/A — screws s p
Rivets (Huck)
75 Loose — N/A
76 Missing < N/A
77 NutsMissing 0 N/A
78 Cotter Ping Missing ©  N/A
79 Washers ( Broken___ Missing__ N/A
80 Hold Down Devices
$£Y RNA
81 Spring Housing
SY RN
82 Derails
S Y RYNA

83 Maximum difference in any 31" in Cross
Level on the siding from the Frog Point to
50’ beyond the last long tie

k/ Difference

84 Condition of Line thru entire turnout
S'Y R



Remarks
Page 3 of 3

| ad, Roxe ioow Guies P — Ste Moy

da N [ ) H . JURNOUT

CNO ol AMochs Pepap — Tvediour

Lizaves - OF APeh - i [nzaey

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: W x)ﬁ/& Date: g ~ 3 - 20 ‘\'k
7= /1/ |

11-10-2011




Mainline Switch Inspection Report Semi-Annua
Date __ g/i/i+

Watchman_ 7 <cdiciie

1 Location CM 673 &

2 Switch 1.D. # /-A
3Facing___ X Triling

Rail Points
4 Point to Point __ 5%
5 Point Condition

Y R Nothing less than 4 inches or greater than § inches.

6 Point Throw. pip 3 1/2 inches on house top point protected
N_ 4% R 4%

6a Point Opening
N D

7 Fit

Y R

8 g neral Condition of the Points

5Y R

R 8%

Gage

Heel of Switch

9 Main __ 350.%

10 Turnout _S7.%2 )

11 Gage ahead of Bend 5% */%
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout (%

13 Main (%,

Stock Rail
14 Bend
S v R
15 Condition
®Y R

Bolts
16 Loose ©

17 Missing ¢

_N/A
N/A

Rivets (Huck Bolts
I8Loose .. & NA

I9Missing o N/A

20 Cotter Pins Missing ©__NA

21 Jam Nuts Loos b N/A

21a Washers Broken __ Missing_

Remarks on page
GNLIC T1-10-2011

wou (433311

_ Inspection Crew M vy S Swec. _—

Page 1 of 3

22 Standard Joints
Y R NA
23 Switch Plates

&Y R

24 Adjustable Braces

Y R NA
24a Non-Adjystable Braces
S Y R (VA
Switch Rods ~
25 Front Rod
$Y R NA
26 #5 Rod (Basket Rod)
&Y R
27 #2 Rod
(Y R
28 #3 Rod
()Y R NA
29 #4 Rod
(YR NA
30 Closure Rail
Y R
31 Surface of Switch
@ Y R
Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2"” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes No
34 Lubrication
O  Dry
35 Switch Targets/Lamps
Ok  Missing__ (N/A)

36 Latches

('Ok: Broken__  Missing
37Locks

Ok Broken Missing

38 General Condition
&Y R

39 Insulatcd Joints
(SD Y R

394 Regular Joints
®Y R



Mainline Frog Inspection Report Semi-Annusl Page 2 of 3

50 Location Turnout Tieg
50a Switch [.D. # 66 Condition
51 Facing Trailing &Y RNA
52FrogTread N (9 Y R 67 Rail Movement
R @OYR § YR NA
53 Frog# 1o Tie Plates
54/79 Point Condition 68 Lead
©YR Y RNA
55 Condition of Frog 69 Guard Rail Flangeway N
S® YR Y RN_17% R (¥
56 Surface of Frog Guard Rail Flangeway can not be less 1 4”
YR 70 Guard Rail Plates
Y R NA
57 Throatin Inches __ 3 . 71 Frog Plates
72 Flangeway Depth _ / ‘%%, @ Y R N/A
Flangeway Depth must not be less than 1 %”
a Bolts
58 Main Track k' 73 Loose o _ NA
59 Turnout Track _ 5L, Yo 74 Missing o _N/A
Gage must not be less than 56” any class
Guard Railg - _ Rivets (Huck)
60 Guard Rail Gage N 5% 7« R S4¥ic 75 Loose O ___NA
Guard Rail Gage must more than 54 3/8” 76 Missing o N/A
61 Back ToBack N S)¥% R 82%y 77 Nuts Missing ___,, N/A
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing __ o N/A
62 Condition 79 Washers @ Broken__ Missing_ N/A
®©Y R
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
Y R &Y RNA
Guard Rail Clamps 81 Spring Housing
64 Main Track S Y RNA
&)XY R NA 82 Derails
65 Tumout Track SYR &W

83 Maximum difference in any 31’ in Cro

&)Y R NA
Level on the siding from the Frog Point to
50’ beyond the last long tie

Class 1 Gage 56” to 57 %" Ok  Difference

More than 57 %” Out of Service

Class 3 Gage 56” to 57~ 84 Condition of Line thru entire turnout
More than 57" to 57 %” downgrade to SYR

Class2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011



Remarks

KMo WViaw demsers AA'rTéd

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: “ &‘yﬁb Date: L{J ”3 " Q O \ I‘Q

11-10-2011



NMainline Switch Inspection Report Semi-Annual

Date 4/ 8/ i4

Watchman STV
1 Location C_W_%%“_%%V

2 Switch1.D. # 1A
3Facing___ X __Trailing
Rail Points
4 Point to Point __ <[ Ve
5 Point Condition
@)_Y R Nothing less than 4 inches or greater than § inches.
6 Point Throw. Min 3 1/2 inches on house top point protected
N_4% R_4%_
6a Point Opening )
N S R S%
7 Fit
@® YR
8 General Condition of the Points
Y R
Gage
Heel of Switch
9 Main S,
10 Turnout __ <. ¥,
11 Gage ahead of Bend __ S, Y2

Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Tumout _ (.4

13Main_ o %

Stock Rail
14 Bend

(8’'Y R
I5 Condition
(8 Y R

Bolts
16 Loose ©  NA
17Missing  »  N/A

Rivets (Huck Bolts)

I8Loose . ©

N.A

20 Cotter Pins Missing 0 NA

21 Jam Nuts Loos . ©® NA

21a Washers Broken __ Missing

Remarks on page 3
GMIC TT-10-2011

wow /727313

Page 1 of 3

Inspection Crew 7 Sepysiss M- Foines

22 Standard Joints
®Y R NA

23 Switch Plates
S) Y R

24 Adjustable Braccs

® Y R NA
24a Non-Adjustable Braces
S Y R NA)
Switch Rggg@’
25 Front Rod
®Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
YR
28 #3 Rod
®Y R NA
29 #4 Rod
Y R NA
30 Closure Rail
Y R
31 Surface of Switch
%’x Y R
sing a 62’ cord, not over
1”to 11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties

@ Y R
33 Switch Adjustments

Yes @
34 Lubrication
Ok (Dry

35 Switch Fargets/Lamps—
Ok Missing_@
36 Latches
Ok Broken

37 ks

_Missing
Broken . Missing
38 General Condition

$Y R
39 Insulated Joints

VY R
39a Regular Joints

Y R



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N YR
R YR
53 Frog# 10
54/79 Point Condition
SYR

55 Condition of Frog

©YR
56 Surface of Frog

®YR

57 ThroatinInches __ 34
72 Flangeway Depth __ | ‘¥,
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track Y%
59 Turnout Track 5% %

Gage must not be less than 56” any class
Guard Raily
60 Guard Rail Gage N_3S4% R s54%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N _52%y R s, %,
Back to Back Gage must be less than 53 1/8”
62 Condition
©Y R
63 éocation of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
64 Main Track
®Y R NA
65 Turnout Track
Y R N/A

Class 1 Gage 56” to 57 »%”
More than 57 %” Out of Service
Class 3 Gage 56” to 57”

More than 57” to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annua)

Page 2 of 3

Turnout Ties
66 Condition

®Y RNA
67 Rail Movement

® YRNA
Tie Plates
68 Lead

® Y RNA
69 §C)}uard Rail F lang/eway y

YRN_ 1% R_|F iy

Guard Rail Flangeway can not be less 1 14"
70 Guard Rail Plates

Y RNA
71 Frog Plates

§ Y RNA

Bolts
73 Loose 0 N/A
74 Missing © N/A

Rivets (Huck)
75 Loose ©o___N/A
76 Missing o NA
77 Nuts Missing o NA
78 Cotter Pins Missing © N/A
79 Washers Qk Broken__ Missing  N/A
80 Hold Down Devices
®Y RNA
81 Spring Housing
SYR
82 Derails
S Y REA
83 Maximum difference in any 31’ in Cro

Level on the siding from the Frog Point to
50° beyond the last long ti
(Qk-‘ Difference
84 Conditjon of Line thru entire turnout
YR



Remarks

Aé\ N:'-‘i; ! Z)ﬁ' EaCTS

All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \M\ &\“—')%\O Date: \/[ - \L( - \\{

11-10-2011



wWou /457576

Mainline  Switch Inspection Report Semi-Annual Page 1 of 3
Date 4lglia Inspection Crew ™7 Scit)cicp M Poinen
Watchman ()  ZRyawT
I Location _ 6O 8 A 22 Standard Joints
2 Switch 1.D. # £M éog €Y Lumber - ® Y R NA
3Facing__ __ Trniling x = Si0e~y 23 Switch Plates
YR
Rail Points 24 Adjustable Braces
4 Point to Point __ Sz ® Y R NA
Ségim Condition 24a Non-Adjustable Braces
Y R Nothing less than 4 inches or greater than § inches. S Y R
6 Point Throw. pgin 3 18!2 inches on house topgpomt protected Switch Rods
N_4x4 R__4% 25 Front Rod
6a Point Opening @ Y R NA
N_4Y, R 4% 26 #1 Rod (Basket Rod)
7 Fit 9 Y R
®YR 27#2 Rod
8 General Condition of the Points ® YR
® Y R 8 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9Main __ SV, Y R N/A
10 Turnout s7: 3% 30 Closure Rail
11 Gage ahead of Bend 5S¢ 72 Y R
Must not be legs than 56 inches or l _!.lrfacc of Switch
SSY R

more than 57 inches for “S”
12 Heel Spread in Inches

Turnout _&,:__/_'f e
13 Main ._(ﬂ,i

Stock Rail
14 Bend
&Y R
15 Condition

@Y R

Bolts
16 Loose ©  N/A

I7Missing o N/A

Rivets (Huck Bolts)

I8Loosc . ©  NA
19 Missing o __NA

20 Cotter Pins Missing 0 NA
21 Jam Nuts Loose 0 N/A
21a Washers @ Broken __ Missing

Remarks on page
GNEIC T1-10-2011

sing a 62’ cord, not over
1”to11/2”for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes No
34 Lubrication
Ok d
35 Switch Targets/Lamps
Ok Missing ! )
36 Latches
Qk  Broken

37 ks
Broken

38 (Jem.ra! Condition
Y R
39 Insulated Joints
y Y R
393 Regular Joints
@, Y R

Missing

Missing



Mainline

50 Location
50a Switch I.D. #

51 Facing Trailing
52 Frog Tread N & YR
R QYR
53 Frog# %
54/79 Point Condition
YR

55 Condition of Frog

GYR
56 Surface of Frog

(SYR
57 Throat in Inches 3 Yo
72 Flangeway Depth __{ ‘%
Flangeway Depth must not be less than 1 %4”
Gage .
58 Main Track 5 ‘e

59 Turnout Track __ s, '/
Gage must not be less than 56” any class
Guard Rails _
. 60 Guard Rail Gage N 54 ‘%, R s.%
- Guard Rail Gage must more than 54 3/8”
61 BackToBack N s51.% R 5%
Back to Back Gage must be less than 53 1/8”
62 Condition
@Y R
63 Location of Guard Rail (Relation to Point)
®YR
Guard Rail Clamps
64 Main Track
Y R N/A
65 Turnout Track
@Y RNA

Class 1 Gage 56” to 57 %

More than 57 % Qut of Service
Class 3 Gage 56" to 57”

More than 57" to 57 %" downgrade to
Class2 and getsa Y

Remarks on page 3

GM/JC t1-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition

®Y RNA
67 Rail Movement

@ Y R N/A
Tic Plates
68 Lead

® Y RNA
69 Guard Rail Flangeway

Y RN_2 R_1v

Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

®Y R NA
71 Frog Plates

Y R NA

Bolts
73 Loose Q N/A
74 Missing o N/A

Rivets (Huck)
75 Loose ) N/A
76 Missing o N/A
77 Nuts Missing o NA
78 Cotter Ping Missing 0 N/A
79 Washers Broken__ Missing  N/A

80 Hold Down Devices
® Y RNA

81 Spring Housing
S Y RWA

82 Derails

SY R@@
83 imum difference in any 31’ in Cro

Level on the siding from the Frog Point to
50’ beyond the last long ti
@ Difference

84 Condition of Line thru entire turnout
Y R



Remarks

| Porren Macyiwe ’rt—niﬂ:,q
\ toose Guaep Raie Roo —(_Hﬂm\

alecn to SPpov 44 Safexy Ties iv SidNG

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

it Y\ QY\M\\O e AN

[1-10-2011



4814
BRYANT

Date
Watchman ()

I LocationCm 5 25" A/

WwWOo# /4375

_ Tnspection Crew 7~ e s e M Rigen

Page 1 of 3

22 Standard Joints

2 Switch1.D. #_/ A ©Y R NA
3Facing___ X Trailing -~ 23 Switch Plates
YR
Rail Points 24 Adjustable Braces
4 Point to Point __s5| /L ® Y R NA
5 Point Condition 24a Non-Adjt%;le Braces
S YR Nothing less than 4 inches or greater than § inches. S YR
6 Point Throw Switch Rods
N 4% Min 3 l/2+|n‘ctlfes on house top point protected 25 Front Rod
6a Point Opening ®Y R NA
N S R s 26 #1 Rod (Basket Rod)
7 Fit ® YR
@®Y R 27 #2 Rod
8 General Condition of the Points Y R
@ Y R 28 #3 Rod
Gage Y R NA
Heel of Switch 29 #4 Rod
9Main % ¥ ) Y R N/A
10 Turnout __ 0 Yi¢ 30 losura Rzul
11 Gage ahead of Bend __ 5[, %/,

Must not be legs than 56 inches or
more than 57 inches for “S»

12 Heel Spread in Inches
Tumout _gef/_q; .

13 Main W

Stock Rail
14 Bend

Y R
15 Condition
®Y R

Bolts
16 Loose Q. NA

I7Missing o N/A

Rivets (Huck Bolts)

I8Loosc .. © NA
I9Missing @ N/A
20 Cotter Pins Missing o NA

21 Jam Nuts Loogse D N/A
2la Washers Broken _ Missing

Remarks on page
GMIC T)-10-2011

31 urface of Switch
Y R
sing a 62’ cord, not over
1" to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R
33 Switch Adjustments
Yes
34 Lubrication
Ok  (Dry
35 Switch Targets/Lam
Ok  Missing_ (N/A
36 Latches
Broken__ Missing
37 Locks
Broken - Missing
38 General Condition
Y R
39 Insulated Joints
$Y R
39a Regular Joints
SLYy R



Mainline

50 Location

50a Switch I.D. #

51 Facing Trailing

52FrogTread N ®© Y R
R S YR

53 Frog# jo

54/79 Point Condition

(s YR
55 Condition of Frog
YR
56 Surface of Frog

®YR

57 Throatin Inches __ 3 /4

72 Flangeway Depth L

Flangeway Depth must not be less than 1 %”
Gage

58 Main Track SL Y

59 Turnout Track __ su%

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N S4% R 54%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N s2% R s2'¥,
Back to Back Gage must be less than 53 1/8”
62 Condition
®YR
63 Location of Guard Rail (Relation to Point)
@ YR
Guard Rail Clamps
64 Main Track
® YR NA
65 Tumout Track
® Y RNA

Class 1 Gage 56” to 57 %”
More than 57 %" Qut of Service
Class 3 Gage 56” to 57"

More than 57" to 57 '4” downgrade to
Class 2 and getsa Y

Remarks on page 3

GM/JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Tieg
66 Condition

Y RNA
67 Rail Movement
® YRNA
Tic Plates
68 Lead
8 Y RNA
69 Guard Rail Flangeway
®YRN_|Y R 1%
Guard Rail Flangeway can not be less 1 %”
70 Guard Rail Plates

SY RNA
71 Frog Plates
Y R NA
Bolts
73 Loose o NA
74 Missing ©___N/A
Rivets (Huck)
75 Loose e N/A
76 Missing o N/A
77 Nuts Missing . N/A

78 Cotter Pins Missing o N/A
79 Washers (Ol; Broken__ Missing  N/A

80 Hold Down Devices
§ Y RNA

81 Spring Housing
NS Y R @7
82 Derails ™~~~

S Y RN/

83 imum difference in
Level on the siding from the Frog Point to
50" beyond the last long tie
@!_c) Difference

84 Condition of Line thru entire turnout

31" in Cro



Remarksg
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All rules come out of the MTA Ficld Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \Mﬁ\\\)\)\\\ﬂ Date: k—(\,\tk_, \L{)

[1-10-2011




Mainline Switch Inspection Report Semi-Annual

Date 4lefw

Watchman

I Location _ €M 555N —
2 Switch1.D. # 38

3Facing_ Trailing ko

Rail Points

4 Point to Point

5 Point Condition
(S _Y R Nothing less than 4 inches or greater than § inches.

6 Point Throw. Min 3 172 inches on house top point protected

Sik

N __._fE:_/EG_..__ R.__f{-_vﬁi__
6a Point Opening
N S % R s 4
7 Fit
Y R
8 General Condition of the Points
3 Y R
Gage
Heel of Switch
9 Main SLY%
10 Turnout __ 5. Y4

11 Gage ahead of Bend StV
Must not be legs than 56 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turmnout & 549 3

13 Main L%

Stock Rail
14 Bend
Q@ Y R
15 Condition
® Y R

Bolts
16 Loose o
17 Missing o

Rivets (Huck Bolts)

[8Loose . o  NA

[9Missing o N/A

20 Cotter Pins Missing ¢ __NA

21 Jam Nuts Loose o N/A

2la Washers  [Ok)  Broken _ Missing

N/A
N/A

Remarks on page
GMICTT-10-201]

Wo# (137609 Page 1 ors

Inspection Crew I_EH_Z_é;LEQ.__Ji.__Bz_gm_u R

’ZTZ"Standard Joints

QY R NA
23 Switch Plates
®yY R
24 Adjustable Braces
S Y R NA
24a'Non-Adjustable Braces
SY RMN
Switch Rods
25 Front Rod
@ Y R NA
26 #1 Rod (Basket Rod)
Y R
27 #2 Rod
Y R
28 #3 Rod
Y R N/A
29 #4 Rod
Y R N/A
30 Closure Rail
Y R
31 Surface of Switch
é Y R

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

32 Head Block Ties

Y R

33 Switch Adjustments
Yes [0

34 Lubrication
ok )

35 Switch Targets/Lamps
Ok  Missing @
36 Latches

Ok)  Broken Missing
37 Locks

QQ_R Broken  Missing
38 General Condition

Y R
39 Insulated Joints

SY R

39a Regular Joints



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N ® Y R
R ®YR
53 Frog# o
54/79 Point Condition
YR

55 Condition of Frog

QYR
56 Surface of Frog

QYR

57 Throat in Inches Yk
72 Flangeway Depth 2
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track 2\l
59 Turnout Track =u,?

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N _s4%a R =4'%,
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N s2%% R =#1'%,
Back to Back Gage must be less than 53 1/8”
62 Condition

(DY R
63 Location of Guard Rail (Relation to Point)

S)Y R

Guard Rail Clamps
64 Main Track

&Y R N/A

65 Turnout Track
/'Y R N/A

Class 1 Gage 56” to 57 %

More than 57 %” Out of Service
Class 3 Gage 56” to 577

More than 57 to 57 V. downgrade to

Class 2 and getsa Y
Remarks on page 3

GM.IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Ties
66 Condition
®Y RNA
67 Rail Movement
®©YRNA
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway
Y R N_|", R_|'s/,
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
S)Y R NA
?l%‘og Plates
'Y R N/A

Bolts
73 Loose 0 N/A
74 Missing ©  N/A

Rivets (Huck)
75 Loose o N/A
76 Missing o NA
77 Nuts Missing o NA
78 Cotter Pins Missing ) N/A
79 Washers @©R Broken__ Missing  N/A

80 Hold Down Devices
)Y R N/A
81 Spring Housing
S YR
82 Derails
Y R N/A

83 Maximum difference in any 31 in Cross

Level on the siding from the Frog Point to
50° beyond the last long tie
@ Difference

84 Condition of Line thru entire turnout

®YR



Remarks

Page 3 of 3
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Date: 4 “{\L{’ \L()

Reviewed by:

11-10-2011



Mainline

Date _alelw
Watchman |/ Ba‘{nw
I Location _ &M 535"/

2 Switch1.D. # 3A
3Facing___x__Trailing
Rail Points '

4 Point to Point sl

5 Point Condition

S®R Nothing less than 4 inches or greater than § inches.

6 ;oi“t Tl%r OW. Min li‘ 1/2 ig,ches on house top point protected

6a Point Opening
N 5% RS
7 Fit
®Y R
8 General Condition of the Points
® YR
Gage
Heel of Switch
9 Main __ S0
10 Tumout S
11 Gage ahead of Bend __ 5¢ %2

Must not be legs than 56 inches or
more than 57 inches for “S*

12 Heel Spread in Inches
Tumout _ (%
13 Main M
Stock Rail
14 Bend
~8® Y R
“15 Condition
© Y R
Bolts
16 Loose o _N/A
17Missing ¢  N/A
Rivets (Huck Bolts)
I8 Loose .. ©  NA
19 Missing_ o N/A
20 Cotter Pins Missing o NA
21 Jam Nuts Loose o N/A
2la Washers QR  Broken _ Missing

Remarks on page
GNEIC 11-10-201])

wou /437602

Inspection Crew T Sci) si.ua__.M__J}’m, Ty

Page 1 of 3

22 Standard Joints &
©Y R NA

23 Switch Plates
®Y R

24 Adjustable Braces

® Y R NA
24a Non-Adjustable Braces
S Y RQA
Switch Rods
25 Front Rod
® Y R NA
26 #1 Rod (Basket Rod)
YR
27 #2 Rod
YR
28 #3 Rod
Y R NA
29 #4 Rod
©Y R NA
30 Closure Rail
)Y R
31 Surface of Switch
® Y R
Using a 62’ cord, not over
1”to 11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Qut
of Service
32 Head Block Ties
8 YR
33 Switch Adjustments
Yes Cl‘_lp!
34 Lubrication
Ok (Dy
35 Switch Targets/Lamps__
Ok  Mising  (UA
36 Latches
@ Brokcn
37 Locks
Ok Broken
38 General Condition
SSY R
39 Tnsulated Joints
Y R
39a Regular Joints

@YR

_ Missing

Missing



Mainline

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N @Y R
R ®YR
53 Frog# _|°o
54/79 Point Condition
&Y R

55 Condition of Frog

®YR
56 Surface of Frog

@YR

57 Throat in Inches __ 34

72 Flangeway Depth __ 7
Flangeway Depth must not be less than 1 %”

Gage
58 Main Track ¥y
59 Turnout Track =/

Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N _54% R sS4,
Guard Rail Gage must more than 54 3/8”
61 BackToBack N 52% R 1%
Back to Back Gage must be less than 53 1/8”
62 Condition

®Y R
63 Location of Guard Rail (Relation to Point)

YR

Guard Rail Clamps
64 Main Track

&Y R NA
65 Tumout Track

@ Y R NA

Class 1 Gage 56” to 57 %

More than 57 %” Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 ¥4” downgrade to

Class2 and getsa Y
Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annugl

Page 2 of 3

Turnout Ties
66 Condition

®Y RNA
67 Rail Movement

S) Y R N/A
Tic Plates

68 Lead

(S Y RNA
69 Guard Rail Flangeway _

®YRNIY R_['Y,
Guard Rail Flangeway can not be less 1 %4”
70 Guard Rail Plates

AY RNA
71 Frog Plates
Y R NA

Bolts
73 Loose o N/A
74 Missing © N/A

Rivets (Huck)
75 Loose o N/A
76 Missing e N/A
77 Nuts Missing e N/A
78 Cotter Pins Missing __ 4. N/A
79 Washers @k Broken__ Missing_ N/A

80 Hold Down Devices
Y R N/A
81 Spring Housing
SYR
82 Derails
S Y RN/
83 Maximum difference in any 31° in Cross
Level on the siding from the Frog Point to
50’ beyond the last long ti

O Difference

84 Conditgjn of Line thru entire turnout
YR



Remarks
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: M\QW\\\M Date: L\‘—‘-\d\ B l“i/
\ |

11-10-2011



Mainline

Date ‘?'FL&___ e
Watchman_ W RevayT
I Location _CM 5 35 N

Wo# 1437699 pugetof3

Inspection Crew T Sciqisice M Rones

22 Standard Joints

2 Switch 1.D. # /- B S Y R NA
3Facing______ Trailing B S 23 Switch Plates
@ YR
Rail Points 24 Adjustable Braces
4 Point to Point __ 517 ® Y R NA
5 Point Condition 24a Non-Adjustable Braces
S YR Nothing less than 4 inches or greater than § inches. S YR
6 Point Throw. p; i : Switch Rods
N = Min li, 172 S|!|ch_eson house top point protected 25 Front Rod
6a Point Opening ®Y R NA
N 5% R 5 % 26 #1 Rod (Basket Rod)
7 Fit (S YR
(9 YR 27 #2 Rod
8 General Condition of the Points 3 YR
(@ Y R 28 #3 Rod
age (Y R NA
Heel of Switch 29 #4 Rod
9 Main S S Y R NA
10 Turnout __ 5S¢ 3/, 30 Closure Rail
11 Gage ahead of Bend ___ 5¢, ¥4 S YR
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” SY R

12 Heel Spread in Inches
Tumout _ ¢, %4

13 Main (o /4
Stock Rail
14 Bend

® YR
15 Condition

@ Y R
Bolts
16 Loose o NA
17 Missing o N/A
Rivets (Huck Bolts)
[8Loosc . o NA
19 Missing 9 NA

20 Cotter PinsMissing __ »  N/A
21 Jam Nuts Loose 0 N/A
2la Washers Broken __ Missing

Remarks on page
GMEIC T1-10-2011

Using a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
S Y R
33 Switch Adjustments
Yes (o}

34 Lubrication
Ok @"a
35 Switch Targets/Lamps

Ok Missing___@)

36 Latches
Broken  Missing
37 Locks
k) Broken
38 seneral Condition

Missing

39 Insulated Joints
S Y R

39a Regular Joints
YR



Mainling

50 Location
50a Switch I.D. #
51 Facing Trailing
52 Frog Tread N @Y R
R S Y R
53 Frog# 1o :
54/79 Point Condition
®YR
55 Condition of Frog
YR
56 Surface of Frog
YR

57 Throat in Inches __ 2%
72 Flangeway Depth __ 9
Flangeway Depth must not be less than 1 %”
Gage
58 Main Track S
59 Turnout Track  su.Y.
Gage must not be less than 56” any class
Guard Rails
60 Guard Rail Gage N_S4 % R s54%
Guard Rail Gage must more than 54 3/8”
61 Back ToBack N=:% R 52 '%,
Back to Back Gage must be less than 53 1/8”
62 Condition
®Y R
63 Location of Guard Rail (Relation to Point)
®YR :
Guard Rail Clamps

64 Main Track
® Y R NA
65 Tumnout Track

@YRN/A

Class 1 Gage 56” to 57 %"

More than 57 %” Out of Service

Class 3 Gage 56” to 57”

More than 57" to 57 %" downgrade to

Class 2 and getsa Y
Remarks on page 3

GM:IC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Tieg
66 Condition

©Y RNA
67 Rail Movement
® YR NA
Tie Plates
68 Lead
® Y RNA
69 Guard Rail Flangeway
SYRN_I'4 R 1%
Guard Rail Flangeway ciin not be less 1 %4”
70 d Rail Plates

Y R NA
71 Frog Plates
Y R N/A
Bolts
73 Loose o N/A
74 Missing o N/A
Rivets (Huck)
75 Loose o) N/A
76Missing o N/A
77 Nuts Missing o N/A

78 Cotter Pins Missing ge N/A
79 Washers (OW Broken__ Missing__ N/A

80 Hold Down Devices
(Y RNA

81 Spring Housing
S Y RNVA

82 Derails
S Y RNA

83 Maximum difference in any 31" in Cross

Level on the siding from the Frog Point to

50’ beyond the last long tie
Ok) Difference
! "I
84 Condition of Line thru entire turnout
SSYR



BT

Remarks
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention necded or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: \\}\\\%}IOQ}Q&O Date: q ~ kL{ - ‘LP

11-10-2011




Mainline

WOoH [ 477606 rage 1 of 3

Date /-23-205Il L{ Inspection Crew j‘é’_&mj e,// o

Watchman M 1 aed
| Location __C MM 374
2 Switch 1.D. # 3942 _[-A

3Facing_______Triling___—
Rail Points s
4 Point to Point }

5 Point Condition

S YR Nothing less than 4 inches or greater than $ inches.
6 Point * Min J 172 inches on house top point protected

N _ “ f.?
6a P
aN i)%lt O}Jegnmg

CSx n

eneral Condition of the Points
Y R

Gage

Heel of Swntch

9 Main o

10 Tumnout 3/, % ]

11 Gage ahead ofBerE%’ =i }‘}}
Must not be legs than 36 inches or
more than 57 inches for “S”

12 Heel Spread in Inches
Turnout

13 Main 4 "7{7[' o

Stock Rail
J.Bend
Y R
15 Condition
Y R

Bolts
l6Loose O N/A
I17Missing . (D N/A

Rivets (Huck Boits)

IBLoose .~ & NA

19 Mlssmg ’% _ O NA

20 Cotter Pins Missing_~ O b N/A

21 Jam Nuts oos ~ N/A
2la Washers Broken _ Missing

R

Remarks on pa:
GMIC T1-10-2011

22 Standard Joints
Y R NA
witch Plates
Y R

24 Adjustable Braccs

SY R NA

24a'Non-Adjustable Braces
S Y ReNA
g 5 Front Rod
Y R NA
26 #1 Rod (Basket Rod)
YR
27 #2 Rod
SSY R
28 #3 Rod
Y R NA
2 Rod
Y R NA.
30°€losure Rail
SYY R .
of Switch
Y R
ng a 62’ cord, not over
1”to 11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service

3 Block Ties
Y R
33 Switch @ment&

Yes
34 rication
Dry

35 Switch Targets/Lam
Ok  Missing p@

Broken__ _ Missing

O Broken  Missing
38 General Condition
YR ;
39 Insulated Joints
.Y R
393 Regular Joints
OV R



Mainline Frog Inspection Report Semi-Annug] Page2of 3

50 Location Turnout Ties
50a Switch ILD. # 14 66 Condition
51 Facing Y R NA
52 Frog Tread N 67 Rail Movement
R R N/A
53 Frog # 1Q
54/79-Pgint Condition 6
¥ R Y RNA_
55,€endition of Frog 69 Guard Rail Flangeway
ﬁ R SXY R N_| 5«5 R_| j’?
56-Syrface of Frog Guard Rail Flangewdy can not be less 1 %"
C YR &ﬂuard Rail Plates
e R N/A
57 Throat in Inches % i 71 Frog Plates
72 Flangeway Depth | R N/A
Flangeway Depth must not be less than 1 %”
Gage y Bolts
58 MainTrack _S b /(. 73 Loose N/A
59 Turnout Track 5 74 Missing N/A

Gage must not be less than 56” any class

Guard Rails . Rivets (Huck)
- 60 Guard Rail Gage N 5 %, R <« Y 75 Loose O _NA
' Guard Rail Gage must more than 54 3/8” 76 Missing O

61 Back ToBack NS2% R_S 2 7y 77 Nuts Missing NA
Back to Back Gage must be less than 53 1/8” 78 Cotter Pins Missing N

62 Condition 79 Washers roken__ Missing  N/A
YR :
63 Location of Guard Rail (Relation to Point) 80 Hold Down Devices
S)YR R N/A
i m 81 Spring Housing
6 in Track SYR
Y R N/A 82 Derails
65 Turnout Track SYR
éY R N/A 83 um di ce inany 31’ in Cr
Level on idi he Frog Point t;
50’ beyond the last long tie
Class 1 Gage 56” to 57 %” Ok  Difference__ Y%
More than 57 %” of Servi
Class 3 Gage 56” to 57” 84 Condition-of Line thru entire turnout
More than 57" to 57 4” downgrade t S YR
Class 2 and gets a Y

Remarks on page 3

GMIC 11-10-2011



Remarky
Page 3 of 3
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P

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Ny o Y271
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11-10-2011



Mainline Switch Inspection Report Semi-Annual

Date %.)
Watchman L
1 Location _ CM N 3L
2 Switch 1.D. # 394 3A

3 Facing___ .~ Trailing _

Rail Points
4 Point to Point 5| /15
5 Point Condition
S YR Nothing less than 4 inches or greater than § inches.
6 ;0’“;“" * Min @ /2 inches on house top point protected
6a Point nmg
N T R
7 Fit
SYR
8 General Condition of the Points
SYR
Gage
Heel of Switch
9Main_ S 6
10 Turnout »
11 Gage ahead of Bend S0 I( s 18
Must not be legs than 56 inches or
more than 57 inches for “S”
12 Heel Spread in Inches
Turnout _ (9

[3Main___ [, ¥

Stock Rail
14-Bend

Y R
|5 Condition

Y R
Bolts }

l6Loose () N/A
17 Missing | N/A
Rivets (Huck Bolts)

18 Loose

v Mlssmg t ) N/A

20 Cotter Pins Mlssmg ‘A
21 Jam Nuts Loose-. N/A
21a Washers @ Brokcn __ Missing

Remarks on page
GMIC T1-10-2011

WO 737662 page 1 of 3

_ Inspection Crew ﬂ LLL&J _______ f"ﬁ_ L

Z@Bndard Joints

Y R NA

23 Switch Plates
E¥ R

24 Adjustable Bracces

Y R NA

24aNon-Adjustable Braces
S YR §/A 2
Switch Rods
25 Front Rod
S R NA
26 #] Rod (Basket Rod)
S)Y R
27 #2 Rod
S)Y R
28 #3 Rod
S)Y R NA
29 #4 Rod
Y R NA
30.Closure Rail
S)Y R
31 ace of Switch
R
ing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
Y R

gswitch djustments
T
4“ catton
35 Switch F argets/Lam
Ok Missing__@h\ )
3 ches
@ Broken___ Missing
3 ks
El(-)ﬁ Broken

38 General Condition
Y R
39 lated Joints
R
39a Regular Joints
©Y R

Missing



Mainline

50 Location
50a Switch LD.# _ > 4L 3 /f-
Facing> Trailing
5 read N Y R
R

R
53Frog# O
54/79 Point Condition
©Y R
535-Condition of Frog
YR
56 Surface of Frog
OV

57 Throat in Inches _ % /{

72 Flangeway Depth 2.
Flangeway Depth must not be less than 1 %”

58MainTrack S [ ("//6;
59 Turnout Track o V2

Gage must not be less than 56” any class

Guard Raily
60 Guard Rail Gage N < % RSuY¢
Guard Rail Gage must more than 54 3!8”1
61 Back ToBack N <2 ." R
Back to Back Gage must be less than 53 1/8”
62 Condition

S-Y R
6 ation of Guard Rail (Relation to Point)
{:} Y R

uard Rail Clamps
64 Main Track

S Y R N/A
out Track

QY R N/A

Class 1 Gage 56” to 57 %"

More than 57 %” Out of Service

Class 3 Gage 56" to 57

More than 57” to 57 4" downgrade to
Class 2 and getsa Y

Remarks on page 3

GM.JC 11-10-2011

Frog Inspection Report Semi-Annual

Page 2 of 3

Turnout Tieg
66 Condition

SY RNA
67 Rail Movement
S YRNA
Tie Plates
68 Lead
S Y RNA
69 Guard Rail Fl ay
SYRN Jiop (13
Guard Rail Flangeway can not be less 1 %"
70 Guard Rail Plates
R N/A
71 Frog Plates
Y R N/A

Bolts
73 Loose [\ N/A
74 Missing O-N/A

Rivets (Huck)
75 Loose O NA
76 Missing O NA
77 Nuts Missing N/A
78 Cotter Pins Missing
79 Washers Broken__ Missing__ N/A
old Down Devices
Y R N/A
81 Spring Housing
SYR
82 Derails
S Y RN,

Level on the siding from the Frog Point to

0 beyond the last long ti
Difference

84 Condition of Line thru entire turnout
R

83 g%m difference in any 31’ in Cross
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Remarks
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by Mﬁ/@%éﬁtz Date: (7[’25 di &]‘0

S rei

11-10-2011



Work Order Tracking (Tr)

L

Work Order Tracking (Tr)

Page 1 of 1

© Bulletins: (1) = GoTo L. Reports r» Slart Center  ‘} Profile  #& Sign Out @ H

Qe AN VG Xl Bd @Dl YD

| ~ Find: | |g4  [Select Action v N4 2|
List Work Order Plans Actuals Related Records Safety Plan Log Failure Reporting Specifications
Work Order 1437662 | [Semi Annual Switch Inspection | Site (LTRAIL Status  [COMP
Asset (1256311 |#  [Track switch L 10, FACING ] Alias  [342NMOWSW!
Children of Work Order 1437662 | - Filier i
Tasks for Work Order 1437662 | .- Filter iNni¢g v e@t-10f1 @ t , Downioad | ¥
Sequence * Task Summary Component Reason for Repair Warranty?  Qualifications Stalus
b [ 10| | 10| |Performed inspection according to LR MOW [ L_j | , [ | + N NONE [comp | o
Labor Malerials Services Tools Repair Orders
Labor : . Filter ‘¥ ci®1-30(3 @ i, Download | 7! !
Task Labor Approved? Start Date Start Time End Time Reguiar Hours Premium Pay Hours Rate Warranty? Qualification Met?
»l | . |MPOLLARD | a1 [04/123114 | a@(02:30:00 A[07:30:00 A [ 0:00] _ 2763 N N/A oy |
» »° S8SELL s ¥ 04/23114 il 02:30:00 F 07:30:00 F 0:00 5:00 2650 N N/A (] ;'j
» »  MALCHIN P 04/23114 «l 02:30:00F 07:30:00 F 0:00 5:00 2763 N N/A id 5
[“selectLabor | [ Select Planned Labor | [ New Row |

-

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=13986015220... 4/27/2014



Work Order Tracking (Tr) Page 1 of 1

=) Long Desaription

Semi Annual Switch Inspection

'Slraight switch point is checked in some areas
Rail heater cover deteriorating ,needs to be replaced.
Switch inspection complete
This W.O. contains actuals for W.0.#1446201,1446289, 1437776, 1437664, 1437606

Switch 837 inspected found cross level to be 5/16  low on the east rail

| Check Spelling | | Reset | | Clear |

[[ok | [cancel |

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=13986015220... 4/27/2014



P o

_!Jul_n.:h Switch luspection Report Semi-Annnal ~ WO# L4326 &7 ragelof3

/

Watchmnn

N Date fg__f’r_l_i_‘ﬁ_ —_ Inspection Crew _,S_@L/ ﬂ/‘z ’._’“L mem——

| Location _CM NV 37
2SwitchLD.#_ 342 3I R

3 Facing__—— _Trailing

Rail Point 3
4 Point to Point _S_ | ﬁg
5 Point Condition

S)Y R Nothing less than 4 inches or greater than S inches.
nt Throw, Min 3 1/2 inches on house top point protected

N _ 424,
6a Point ing
N I R
7 Fit o
v R
8 General Condition of the Points
S)Y R
Heel of Switch |
9 Main E /»1
10 Tumnout < (. /, ;
11 Gage ahead of Bend ™ (,, 77
Must not be less than 56 inches or
more than 57 inches for “S”
! 12 Heel Spread in Inches
Tumout [, '/ ¢/
13 Main T
Stock Rail
Bend
S)Y R
15 Condition
SJY R
Boltg

16Loose D ___NA

17 Missing o .. N/A

Rivets (Huck Bolts)

I8Loosc ____ (D NA
19 Missing O __NA

20 Cotter Pins Missing O _NA
21 Jam Nuts 1 (> NA
21a Washers Broken ___ Missing__

Remarks on pa
GNLIC T1-10-2011

)

N

Front Rod
S)Y R NA

26 #1 Rod (Basket Rod)
Y R

27 #2 Rod
(%)v R
2843 Rod
S)Y R NA
Rod

2
R NA.
30.Closure Rail
Y R -

31 Surface of Switch
S R
sing a 62’ cord, not over
1”to11/2” for a Y and no
more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
32 Head Block Ties
R N
33 Switch Adjustments
Yes
34 Lubrication
Dry
35 Switch Targets/Lamps
Ok Missing
36 Latches
@ Brokcn__ _ Missing
37 Locks
Broken  Missing
38 General Condition
YR
39%fsulated Joints
S YR
%ﬁcgular Joints
SYR



Mainling rog I i S Page2of)

50 Location Turnout Tieg
0a Switch LD. # ’w,g 32 %4 6 Condition
d;_s‘i;_b%_ Y R NA
52 Frog Tread N 'R 67 Rail Movement
R R ‘ :%Y R N/A
53 Frog # [0
54/79 Point Condition - 6
YR : YR N/A
55 Condition of Frog
YR oY RN | /J’ R_LP
56 Surface of Frog Guard Rail Flangeway can not be less 1 44"
QYR 70 Guard Rail Plates
/ R N/A
57 Throat in Inches /. 71 Frog Plates
72 Flangeway Depth ' S R N/A
Flangeway Depth must not be less than 1 %”
58 Main Track _Sh 72 73 Loose N/A
59 Turnout Track _ 56 /2 74 Missing ES N/A

Gage must not be less than 56” any class

Guard Rails _ Rivets (Huck)
60 Guard Rail Gage N 57 7, R 54 5 75 Loose D N/A
Guard Rail Gage must more than 54 3/8” 76 Missing % E N/A

61 Back ToBack N _S2 %R S 2 ¥ 77 Nuts Missing N/A

Back to Back Gage must be I¢ss than 53 1/8” 78 Cotter Pi issing
79 Washers Qk _Broken Mlssmg N/A

62 Condition
YR
63 ion of Guard Rail (Relation to Point) 80 Hold Down Devices N
@uﬂ Y R NA ’
Guard Rail Clamps_ 81 Spring Housing
64 Main Track SY
R N/A 82 Derails

65 Tumout Track SYR §:§>
@Y R N/A 83 Mﬂmm.dﬁmmmu_cmu
LSBLQD_H_dma_ﬁDths_Emg_Emn_t_[q

50‘
Class 1 Gage 56” to 57 %" Difference_
More than 57 4” Servi
Class 3 Gage 56" to 57” ' 84 Condition of Line thru entire tumout
M han § 7Y%" downgrade t R
Class2 and getsa Y

Remarks on page 3
GM/JC 11-10-201 1
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Remarkg

Swit.h s’ﬂc’a‘é/‘b W 3o {}{?/97/6

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

J
Reviewed by: /| 6 @79/(]@\ Date:@"j- s-/ f/ﬁ

11-10-2011

NN



Muinling ~ Switch Inspection Report Semi-Annual  WO#_L Y3777 g or3

_é{:al[%;lé_ﬁ[ ﬂ___ Inspection Crew J‘ﬂ /(‘, o gz// / o

Date N
Watchman ' . L
| Location _ & m N 252 22 Standard Joints *
28witchI.D.#_3v2 /-8 Y R NA
3Facing_______Trailing___ &~ 23 Switch Plates
; Y R
in 24 Adjustable Braccs
4 Point to Point _ < | /] Y R NA
5 Point Condition 24a Non-Adjustable Braces
S YR Nothing less than 4 inches or greater thas S inches. § YR
6 ;0'“34“_‘)'}?/"' Min ﬁ’ 172 lnchef‘on house top point protected  Rod
6a Point ing Y R NA
N_G 7 R 26 #1 Rod (Basket Rod)
7 Fit . )Y R
Q®©YR 27 #2 Rod
8 General Condition of the Points %Y R
YR 28 #3 Rod
Y R NA
Heel of Switch 29.#4 Rod
9Main 54 Y R NA.
10 Turnout - [ 30 Closure Rail
11 Gage ahead of Bend _ G (6 /2 R -
Must not be legs than 56 inches or 31 Surface of Switch
more than 57 inches for “S” S)Y R
12 Heel Spread ] g 2 62° cord, not over
Tumout _p 7Y 1”to11/2”for a Y and no
13 Main S : more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
of Service
Stock Rail 32 Head Block Ties
E;’ nd YR
S R 33 Switch Adjustments
ondition Yes o
YR 3 .%:bricat%ng
e < I8
witch Targets/Lamps
16 Loose \6_“__ N/A Ok  Missing__ (N/A>
17 Missing ()  N/A 36 Latches
k Broken____Missing
ivets (H | 3 ks
I8Loose . (O NA b}c Broken ,_ Missing
I9Missing o N/A 38 General Condition
20 Cotter Pins Missing N/A R %
21 Jam Nuts Loose 7 NA 39-Insulated Joints
2laWashers (Ok  Broken _ Missing__ Y R
39a Regular Joints
Remarks on pa & R

GMLIC 11-10-2011

A\ Y



Mainling Inspecti
50 Location / / S %J
50a Switch [D. # e
51 Facing \railing
52 Frog Tread N S YR
R SYR
53 Frog

54/'23!)0‘? Condltnon ‘

53 Condition of Frog
YR
6 Surface of Frog
S)YYR

57 Throat in Inches s
72 Flangeway Depth

Flangeway Depth must not be less than 1 %”
Gage '

58 MainTrack G //(
59 Turnout Track _< [ %/

Gage must not be less than 56” any class

Guard Rails
60 Guard Rail Gage N 54 %/ R _S4 %
Guard Rail Gage must more than 54 3/8”

61 BackToBack N <27 /R _ T2
Back to Back Gage must be less than 53 1/8”

ég dition

@Yocatlon of Guard Rail (Relation to Point)
R

64-Main Track
R N/A
65 Turmout Track
S)Y R NA

Class 1 Gage 56 to 57 %
More than 57 %” Qut of S
Class 3 Gage 56" to 57"

More than 57" to 57 4" downgrade to
Class 2 and gets g Y

Remarks on page 3

GM/IC 11-10-2011

N

79 Washers

Y R NA
69 Guard Rail Fighgeway 1
SYRN_i% R_|-N)
Guard Rail Flangeway can not befess 1 %"
uard Rail Plates
S)Y RNA
1 Frog Plates
()Y R NA

Bolts D
73 Loose N/A
74 Missing ) _NA

75Loose © NA
76 Missing N/A
77 Nuts Missing O NA a

78 Cotter Pi issing
en stsmg___ N/A

Hold Down Devices
S Y RNA
pring Housing
SYR

82 Derails
S Y RQuAD
83 Maximum difference in any 31" in Crosg

50’ beyond the last !qu tie
Ok Difference_ |} i

84 Conditjon of Line thru entire tumout

R



e ™ o

LI

Remarks

L]

Sm.wtc,z\ lwgfec+!'bﬁ r'nwbr?je‘((?

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

ﬁm%@@zﬁb L2147

11-10-2011
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o

Mainline  Switch lnspection Revort Semb-Anuual ~ WO¥ L4464 page tof3
Date / ,ZZJ -2/ é/_ Inspection Crew _.g g?,// A} (‘)L H _ L

Watchman___f% (/s )] : K
I Location __CMN _LC7 22 Standard Joints
2Switch I.D.# 207 3A Y R NA
3Facing__ (.~ Tniling____ 23¢5i;ch Plates
. R
Rail Points ey AL 24 Adjustable Braccs
4 Point to Point_& | - SY R NA
53 Point Condition , 24a on-AdiustabIe Braces
R Nothing less than 4 inches or greater tham § Inches. S Y
6 N L}h% Min 312 lnclm on house top point protected S Front
6a l’omt Qpemng R N/A
@od (Basket Rod)
F ~
ii R Rod
neral Condition of the Points _ S)Y R
YR 28 #3 Rod
Gage Y R NA
Heel of Switch ? ' . 29 #4Rod
9 Main . &Y R NA.
10 Turnout 30 Closure Rai)
IleaheadofBaﬁ év R -
Must not be legs tlnn 56 mchel or 31 Surface of Switch
more than 57 inches for “S” Y R
' 12 Heel Spre_sz’ in Inches g a 62’ cord, not over
Tomout L 7Yy 1"to11/2" for a Y and no
13 Main__( WQ# more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
: of Service
Stock Rail 32 Head Block Ties
nd EX R
Y R 33 Switch Adjustments
15 Condition Yes o
S R 34 Lubrication
Boltg 35¢ia:h Targets/Lamps
16 Loose ___N/A Missing l@
ITMissing (O N/A 36 Latchcs

Ok Broken__ _ Missing

&uﬂ.ﬂiu!ﬁolgl 37 Locks
18 Loose . 6 A 3 BI’O'(CI'I__,__ Missing L

38 General Condition

19 Missing
20 Cotter Pins Missing Mlssmg N/A ¥ R '
21 Jam Nuts L, [ ; N/A 39Tnsulated Joints—
2la Washers Brokcn __Missing _ Y R
- 39a Regular Joints
SYR

Remar age
GARIC 11-10-2011



Mainling I

50 Location

witchID.#_2p7) 2 [.L
51 Facin Trailing
sf;’mﬂmd N g R

R R

53 Frog #
54/79 Point Condition -
€ z R
55 Condition of Frog
S\5YR

Covro

57 Throat in Inches S ‘ ‘E
h

72 Flangeway Dept

i; .
Flangeway Depth must not ﬁ less than 1 %”
Gage |

58 Main Track <6 /2

59 Turnout Track <. V2
Gage must not be less than 56” any class

60 Guard Rail Gage N 5/ .:l(: RS>y Yy
Guard Rail Gage must more than 54 3!5”
61 Back ToBack N _S2 7% R 3 l‘('
Back to Back Gage must be Iéss than 53 1/
62 Condition

)Y R
63@) ion of Guard Rail (Relation to Point)

Y R

64 Main Track
R N/A
63 Turnout Track
S/Y R NA

Class 1 Gage 56” to 57 4”

7% of Servi
Class 3 Gage 56" to 57”
More than S7” to 57 %" downgrade to
Class 2 and getsa Y

Remarks on pa
GM:JC 11-10-2011

66 Condition
Y R N/A
6 il Movement
@ Y RNA

68 Lead

Y RNA
GuardRall
() R L}%‘

Q Y RN_L

ard Rail Flangewdy can notber} 1%"
70 Guard Rail Plates

SY RNA

1 Frog Plates

®Y R NA

1geway

Bolts B
73 Loose § N/A
74 Missing O __NA

75 Loose () N/A

76 Missing & NA

77 Nuts Missing__ /> N/A
78 Cotter Pins Missing @

79 Washe@ Broken _ Missing___ N/A

80 Hold Down Devices N
S)Y R NA
81 Spring Housing
S Y RNA
82 Derails &)
S Y RNA

83 Maxi i . A'inC
Level on the siding from the Frog Point to
50" last | i
Ok Difference

of Line thru entire tumout
R

84 Conditj



Remarks

CSwilel lNﬁﬁpe\ﬂm_n (‘hwaﬂ/::?ZQ

P

All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs,

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable.

Reviewed by: //Z(/Lfg"%f{? Date: %'— Zyﬁl / M .

,-/

11-10-2011



Muinling  Switch Inspection Report Semi-Anmual  WOW L6497 page 1 of 3

) -
Date .__9:02%_‘%9{_“:1_%__ Tnspection Crew _S e[ / /ﬂ( / @ /1 (...,
Watchman____ [ [/ 4(, ‘ K
| Location __ £ MM Q207 2 ndard Joints
28witchl.D.# Q07 /-8 ( :%Y R N/A
3Facing_______Trailing __— _ 23 Switch Plates
. R
Rail Points _ 24 Adjustable Braccs
4 Point to Point S, / 7@ - Y R NA
5 Point Condition , 245 Non-Adjustable Braces
e oi:t sz Nothing less than 4 inches or greater thas S inches. S Y R QWA
Ny §‘§5Mln !i‘ IIZJnehe._ : ‘on house top point protected S Front Rod
6a Point Opening o (SY R NA
N_< R 26 gl Rod (Basket Rod)
7 Fi - Y R
SEB YR 27(5')7Rod
8 General Condition of the Points | %)Y R
S)SYR 28 #3 Rod
Y R NA
Heel ofSwitcP ' 29 #4 Rod
9Main_<, 72 Y R NA.
10 Tumout S vy j/ 30 Closure Rail
11 Gageahead of Bend _S (2~ ) @Y R -
Must not be legs than 56 inches or 3I-Surface of Switch
more than 57 inches for “S” YR
12 Heel Spread in Inches g 8 62° cord, not over
Tumout _ (| V< 1"to11/2"for a Y and no
13Main__ (, 7y more than 1 1/2” to 1 3/4”
For a R, Great than 13/4” is Out
' of Service
Stock Rail 3 ad Block Ties
nd Y R
«3)Y R 33 Switch Adjustments
1 5-Condition Yes
YR 34 Lubrication
Dry
Boltg — 35 Switch Targets/Lamp
I6Loose (O N/A Ok  Missing_

|7 Missing __ (> N/A

{ Bol 37
I8Loose ____ (O NA Broken . Missing
19 Missing __NA ' 38-General Condition

20 Cotter Pins Missing : N/A S)Y R
21 Jam Nuts Lgose ] N/A 39 Insulated Joints
2la Washers @ Broken __ Missing__ R

39a Regular Joints
Remarks o SYR

GNLIC T1-10:201 1



50 Location i
50a Switch LD. 4L 0 ] —/ / 66 Condition
51 Facing R N/A
52 Frog Tread N fa' R 67 Rail Movement
I_R R , S XY R N/A
53 Frog# ___ )
54/79 Point Condition 6{&
R : R N/A
55 Condition of F 69 Guard Rail Flangeway ,
R &Y R N_| 75 R L j?
56 Surface of Frog Guard Rail thgeway can not be less 1 44"
é{ 70 Rail Plates
; i S R N/A '
57 Throat in Inches _> /% Plates
72 Flangeway Depth | QY R N/A
Flangeway Depth must not be less than 1 %”
Gage : Bolts ~
58 Main Track S, VA ' 73 Loose O _NA
59 Turnout Track [, >/ 74 Missing O NA

Gage must not be less than 56” any class

Guard Rails - Rivets (Huck)

60 Guard Rail Gage N S /P R 54 7y 75 Loose O NA
Guard Rail Gage must more than 54 3/8" 76Missing __ O — N/A

61 Back ToBack N *,T; RIH fz 77 Nuts Missing S NA

Back to Back Gage must be less than 53 1/8 78 Cotter Pins Missing

6@;&10:: 79 Washers (Ok ) Broken Mmsmg_ NIA
63 Location of Guard Rail (Relation to Point) ‘Hold Down Devices .
'SV R COY RNA
81 Spring ing ‘
6 in Track SY
R N/A 82 Derails
65 J‘umout Track SY /
()Y R NA 83 Maximum di inany 31°
L S -
50° :
Class 1'Gage 56” to 57 4" Q anference
More than 57 44" of Servi
Class 3 Gage 56" to 57” ' 84 Conditian of Line thru entire turnout
M han § 57 4" downgrade t &5{' R - '
Class2and gets a Y '
Remarks on page 3

GM/JC 11-10-2011
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Remarks
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All rules come out of the MTA Field Guide for Track Inspectors updated April 2006 edition.
Everything is class 3 for Mainline and class 1 for the Yard.

S Everything is in Specs.

Y Attention needed.

R Immediate attention needed or Out of Service.

N/A Not applicable or not measurable,

Reviewed by: /%

| e L= 27 [
=7/ N

11-10-2011



